_1 Valvole a via diritta - serie pesante PN6
' Globe valves straight type - heavy class NP6
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Tab.120.1GS PN6 Tab.120.2GS PN6
comandata (SDSL) UNI 3409 semiautomatica (SDNR) [UNI 3413
with fixed disc (SDSL) |Na 407139 with loose disc (SONR) | uog4id
Hl h | H1 Ky Holes|yeight
NO.
DN | C1 | D1 s(DNs)L SDSL s(DNN)R SDNR LD |K|f ‘ (Kq)
15 |100|100({170| 10 |200| 10 [150]|80 |55 | 11 4 3
20 |1001100|1170| 10 |200| 10 [1501 90 | 65| 11 4 13.5
25 |1001100(1170| 10 |200| 10 [160 |100| 75 | 11 4 4
32 [1251125|205|1 13 |235] 13 [180 1120190 | 14| 4 5
Combinazione materiali standard — Standard materials Combination
GS/316 GS/B
ITEM DENOMINAZIONE MATERIALE MATERIALE
DENOMINATION MATERIAL MATERIAL
01 |Bod Nodular cast iron | Nodular cast iron
Y EN-GJS-400-15U UNI EN1563 | EN-GJS—400—15U UNI EN1563
Carbon steel Carbon steel
02 |Bonnet GE240 UNI EN10293 GE240 UNI EN10293
03 |Body seat Stainless steel Stainless steel
y s AISI316 UNI EN10088 AISI316 UNI EN10088
04 |Disc Stainless steel Bronze UNI EN1982
! AISI316 UNI EN10088 G-CuSn5Zn5Pb5
05 |st Stainless steel Brass
em AISI316 UNI EN10088 CWB17N (0T58)
06 |Handwheel Sheet of carbon steel | Sheet of carbon steel
Steel A37 Steel A37
07 |Handle UNI EN10217-1 UNI EN10217—1
Planiflex KG carbo/C | Planiflex KG carbo/C
08 |Gasket P81 PF81
. Carbograph Carbograph
09 |Packing GR8800 GR8800
Nota: Combinazioni materiali non standard a richiesta
Note: Non standard materials combinations on request




