Valvole ad angolo retto - serie pesante PN16 con motore elettrico

Globe valves angle type - heavy class NP16 with electric motor

Tab.127-ME-PSL

Esecuzione comandata
SDSL type

Esecuzione semiautomatica
SDNR type

Conform to:

UNI EN1092
DIN 3202
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H Holes Electric Combinazione materiali standard — Standard materials Combination
DN | D1 (~) L{D | K] f |No t A/316 B/316 B/B GS/316
Tl ol ol =
40 180|630 115150 |110| 18 | 4 |PSL-210 01 god Cast steel Bronze UNI EN1982 | Bronze UNI EN1982 | Nodular cast iron
50 1180 163011251]165 [125| 18 4 |PSL=210 ody GP240-GH UNI EN10213 |  G—CuSn5Zn5Pb5 G—CuSn5Zn5Pb5 EN-GJS-400-15U_UNI ~EN15(i3
02 |Bonnet Cast steel Bronze UNI EN1982 | Bronze UNI EN1982 | Nodular cost iron
65 1180 16451145185 [145] 18 | 4 |pPSL—210 cpzs‘ttcyjcrli UNI n:wzlw G—CuSn52n5Pb5 |~ G—CuSn5Zn5Pb5 EN—Gsdi—‘IO?—ISU UI:I EI:1563
dinless stee B UNI EN1982 | B UNI EN1982 ainless stee
80 (180 |715/155(200 /160 | 18 | 8 |PSL—214| | O3 |Body seat ASI316 UN| EN100BB | - GoCuSn5Zn5Pb5 | - GeCuSn5Zn5Pb5 AISI316 UNI EN10088
. Stainless steel Stainless steel U Stainless steel
100 (250 | 865|175 (220 | 180 | 18 | 8 |PSL-320 | 04 |Disc (< DNBO) | ,iiste ni eNiooB | ASI16 UNI EN10088 | b orensaariopon > | il NI EN1008S
. [Cast steel GP240-GH UNI EN10213  Stainl teel Cost steel GP240-GH UNI EN10213
125|250 | 885|200 (250 | 210 | 18 | 8 |PSL-325| | 04 |Disc (> DN100) [ i asist6 facing weling AB16 UNI ENT00ES B’@ﬂéisﬂ'é'zfyﬁt?s& plus AISI316 facing welding
— Stainless steel Stainless steel Stainless steel Stainless steel
150250 | 895225285 | 240| 22 | 8 |PSL-330 05 |Stem AISI316 UNI EN10088 | AISI316 UNI EN10088 | AISI316 UNI EN10088 AISI316 _UNI_EN10088

Note:

Combinazioni materiali non standard a richiesta
Non standard materials combinations on request
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