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Issue Date: 

Expiry Date: 03/12/2030
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LR25332416TA

71 Fenchurch Street, London, EC3M 4BS, United 
Kingdom

TA01 2.0

Lloyd's Register Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, 
referred to in this clause as 'Lloyd's Register'. Lloyd's Register assumes no responsibility and shall not be liable to any person for any loss, damage or 
expense caused by reliance on the information or advice in this document or howsoever provided, unless that person has signed a contract with the 
relevant Lloyd's Register entity for the provision of this information or advice and in that case any responsibility or liability is exclusively on the terms 
and conditions set out in that contract.

Maurizio Crucil

Electrical & Control Technical Manager - 
South Europe to Lloyd's Register EMEA 
A member of the Lloyd's Register group

This is to certify that the undernoted product(s) has/have been tested with satisfactory results in accordance with 
the relevant requirements of the Lloyd's Register Type Approval System. 

Manufacturer Medana & Visca S.r.l.

Address Regione Girussola 51, Borgosesia Vc, 13011, Italy

Type Valves - Solenoid Operated

Description Electrical activated remote control quick-closing valves 

Trade Name IRP NP6, NP16 (see appendix)

Application Marine 

Specified Standard Lloyd's Register Rules and Regulation for Classification of Ships (2024) 
Lloyd's Register Test Specification n.1 
Manufacturer Specification

Ratings (see appendix)

Other Conditions Where an electric actuator is intended for quick closing valves at fuel oil 
service tanks for single fuel supply to main propulsion engines or to essential 
auxiliary generator engines, the double solenoid types are to be used with an 
uninterrupted power supply system. 
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This certificate is not valid for equipment, the design, ratings or operating parameters of which have been varied 
from the specimen tested.  The manufacturer should notify Lloyd's Register EMEA of any modification or changes to 
the equipment in order to obtain a valid Certificate.

The Design Appraisal Document LR25332416DA and its supplementary Type Approval Terms and Conditions form 
part of this Certificate.
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RATINGS: 

Solenoid: 
Rated voltage: 24VDC 
Rated power: 18W 
Degree of protection: IP55 
Option: Single/Double solenoid 

 
Remote Panel: 

Supply Voltage: 90-305 VAC / 127-430 VDC 
Rated Power: max 240W 
Degree of protection: IP66 

 

Valves: 

 PN6 PN16 

DN H 
(OPEN) L H1 

(OPEN) L1 D K f 
Holes 
NO. 

f 
D K f 

Holes 
NO. 

f 
20 205 150 185 85 90 65 11 4 105 75 14 4 
25 210 160 190 90 100 75 11 4 115 85 14 4 
32 240 180 215 105 120 90 14 4 140 100 18 4 
40 250 200 245 115 130 100 14 4 150 110 18 4 
50 260 230 220 125 140 110 14 4 165 125 18 4 
65 285 290 250 145 160 130 14 4 185 145 18 4 
80 310 310 270 155 190 150 18 4 200 160 18 8 

100 345 350 285 175 210 170 18 4 220 180 18 8 
125 365 400 300 200 240 200 18 8 250 210 18 8 
150 385 480 335 225 265 225 18 8 285 240 22 8 
200 535 600 425 275 320 280 18 8 340 295 22 12 
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